
PClamp N

Size
A B C D E Air 

connection 
Holding force 

Version  
6 bar 

Holding torque 
Version  
6 bar  

Holding force 
Version  
4 bar 

Holding torque 
Version  
4 bar  

Standard 
rod

Mass

Unit [mm] [mm] [mm] [mm] [mm] [N] [Nm] [N] [Nm] [mm] [kg]

PC 63-20-1 N 75 56.5 8.5 41.1 21 M5 2000 20 1400 15 20 0.7

PC 63-20-2 N 75 56.5 8,5 41.1 21 M5 3600 25 2520 25 20 1.13

PC 63-20-3 N 75 56.5 8.5 41.1 21 M5 5400 50 3780 35 20 1.56

PC 80-25-1 N 96 72 10.5 43.5 2.14 G1/8 3000 35 2100 40 25 1.3

PC 80-25-2 N 96 72 10.5 43.5 2.14 G1/8 5400 60 3780 40 25 2.2

PC 80-25-3 N 96 72 10.5 43.5 2.14 G1/8 8100 95 5670 65 25 3,1

PC 125-40-1 N 145 110 13 51.6 3 G1/8 10000 200 7000 140 40 3.65

PC 125-40-2 N 145 110 13 51.6 3 G1/8 18000 360 12600 250 40 5.85

PC 125-40-3 N 145 110 13 51.6 3 G1/8 27000 540 18900 375 40 8.05

PC 125-40-4 N 145 110 13 51.6 3 G1/8 36000 720 25200 500 40 10.25

Errors excepted. Only the written order confirmation is valid.
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Profile A-A

M8 x 1  (for inductive sensors)

Air c
onnectio

n*

* Numer and sizes on request
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